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Abstract

A method of calculating the characteristics of non-collinear phase-
matching in both uniaxial and biaxial crystals is presented. Although
significant work has been done to characterize collinear phase-matching
and to present many of its applications, non-collinear phase-matching
also has unique characteristics, leading to several useful applications. The
method presented here allows calculations of both the collinear and non-
collinear cases, and allows a far larger set of nonlinear crystals and

configurations to be studied.
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|. Introduction

The process of spontaneous parametric downconversion, in which a “pump” photon is
effectively split into a pair of lower-energy “signal” and “idler” photons in a nonlinear optical
medium, has proved abundantly useful in the last decade. The twin photons, which are entangled
in energy, momentum, and emission time, have been used in a variety of striking demonstrations
of the most nonclassical aspects of quantum theory [1,2]. In addition, the downconverted photons
have found applications in the field of metrology, where they can be used to determine the
guantum efficiency of photon-counting detectors, and also to determine the spectral radiance of
an infrared source. The photon correlations of down-converted light allow these measurement
applications to be performed in a fundamentally absolute manner as opposed to conventional
methods which rely on previously calibrated standards [3,4].

Calculation of the three-wave downconversion interaction requires the use of
conservation of energy and conservation of momentum, commonly referred to as phase-
matching. Because the process is nonresonant, a downconverted photon may be emitted over a
wide range of wavelengths, so long as the energy and momentum conservation conditions for the
pair of photons are met. The individual photons of a pair may also propagate along different
directions, thisis referred to as non-collinear phase-matching. Collinear phase-matching, where
the incident photon and the output pair of photons propagate in the same direction inside the
crystal, is generally well understood, while the non-collinear geometry is more difficult to
calculate and thusis poorly documented. One of the advantages of non-collinear phase-matching
over the collinear case is that it allows easy discrimination between each of the two
downconverted photons and the pump beam.

In this paper, we will describe a broadly applicable method of finding non-collinear
phase-matching configurations. We also provide examples obtained from a computer program
we have developed that implements our method and is freely available on the Internet. We hope
that the broad pool of calculable crystal data included with this program (both uniaxial and
biaxial crystals are included) and wide spectral ranges that can now be calculationally
investigated will aid other researchers in designing their parametric downconversion
experiments.
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Il. Theory: phase-matching conditionsin uniaxial and biaxial crystals

I1. 1. Coordinate system, equations and variables

Consider athree-wave mixing process, where one photon incident on the crystal interacts
to produce a pair of lower-energy correlated photons by parametric downconversion. This study
iscarried out for the most general case, including biaxial and uniaxia crystals, for non-collinear
or collinear geometries and for pairs of downconverted photons with or without equal
frequencies. The two main constraints are the conservation of energy,

wPump = O‘%ignal + a‘?dler’ (1)

where w,, isthe frequency of the incident photon and w,,, and w,, are the frequencies of the
two downconverted photons, and the conservation of momentum,

lzFump = l_{Signal + I_<I>dleﬂ (2)
where k., k.., and k,, arethe pump, signal and idler wave vectors, respectively.
z

XI

Figure 1. The crystal axes and the laboratory frame axes
X,Y,z:crystal dielectric axes (optical planeisx-z plane, nz>ny>ny )
X ,Y',Z :rotated axes (rotation angle ¢, about the axis z)

X', y",Z": laboratory frame axes (rotation angle ¢, about the axisy')
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Using spherical coordinates, the pump wave vector is expressed in the crystal principal
dielectric axes X, y, Z with the polar and azimuthal angles 6,,,,, and ¢,,,, defined as shown in
Fig. 1. In uniaxia crystals there is only one axis allowing symmetry of revolution, so the
direction of the pump can be specified by a single angle, 6,,,,- Thus, for uniaxial crystals the
result of the calculations will not depend on the azimuthal angle, ¢5,,,,. However, for biaxia
crystals, which lack that symmetry, two angles are required. The angles are defined here
according to the Positive Nonlinear Optics Frame convention of Roberts[5].

Since the crystal dielectric axes are not convenient for calculating the resulting output, we
express the signal and the idler wave vectors in the lab frame defined by the rotated axes X", ¥,
Z" ,asshown in Fig. 1. In the lab frame, the signal and idler wave vectors are:

. Wpymp
kﬁJmp = nRJmp (ePump’ ¢Pump) Cmp SF’ump

wSi gna A

lzS'g;nei = r]S'gnal (esignal ) ¢Signa| )? SSignaI (3)

. Wi =
Kaer = n|d|er(9|d|a’¢|dler)l?m3d|er

where n; (i = Pump, Signal, Idler) are the refractive indices for the photons (for their individual
states of polarization) in the given direction of propagation §. Here Opump 1S the angle between

Seump @Nd the Z axis, while ¢, is the azimuthal angle (about ) from the X axisto §,,,, inthe
x-y plane. For the downconversion beams, the opening angles 65,,, and 6, are specified

relative to §,,,,, and the azimuthal angles ¢, and ¢,,, refer to rotations in the plane normal
to §,,,, (SeeFigure2.)
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Figure 2. Another view of the crystal and laboratory frame coordinates, showing a typical
experimental arrangement for parametric downconversion within acrystal. Inthisfigure, the x-z
plane (¢;,,, = 0 plane) isin the plane of the page; for uniaxial crystals, this choice can always be

made, but for biaxial crystals, this drawing represents a special case in which the crystal axes C,,
C,, and the pump beam all lie in the plane of the page. The signal beam is emerging low and
towards the viewer, while the idler beam is propagating to high and away from the viewer. The
azimuthal angles ¢4, and ¢, are measured from the x-z plane. Dots indicate the points

where the rays intersect the surface of the crystal.
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The cosine vectors of the propagation direction S are: s, =sinfcos¢, §, =sinfsing

and s, = cos@. Note that the pump direction is specified with respect to the crystal axis (or axes)
in the xyz frame via

Es Gmmp cosgi)mmp

U
gmmp = Fthp sin ¢Pump é (4)

COSOp,

while the signal and idler beams are specified relative to the pump beam via

DEi QSgnal CC)S¢S|gnal O |35| n eldler Cos¢ldler O
Sﬂgna‘ = legnal sin ¢S|gnal - J sdler = Eb n 6|d|er sin ¢|d|er B ' ©)
COSQSignal % O Coseldler DX,, V2

The transformation between coordinate systemsis given by

(X [rosBcos¢ -sing sin@cosgIX"[]
U= Coos@sin cos¢ sin@sin n [ 6
oo . ¢ ¢ ¢%’ O ©)
(zO O -¢9n@ 0 cos6 [1Z7'0

[X"[0] [ros@cos¢p cosfsing —sinB1X[]

E B -sing cos¢ 0 B (7)
("0 [BnBcos¢ sinfsing cosO [1iz[]

where 6 =6, and ¢ =,

The problem to be solved has variables: 0,,,,, Poumps Osgas Psignar Gaerr Piaerr Poump
Wggna» AN Wy, . These are related by Egs. (1) and (2) which yield one and three equations,
respectively. Thus, we have nine variables related by four equations. Five variables can
therefore be chosen as parameters to reduce the number of unknowns to equal the number of
equations. The pump direction and frequency (as given by 6., @pymp» aNd Wp,,,,) can clearly
be chosen as parameters. In addition, one of the downconverted photon frequencies can be
chosen, aswell asits azimuthal angle. (In our anaysis wg,,, and ¢, are selected.)

In general (for uniaxial and biaxial crystals), there are two different indices of refraction
for a single direction of propagation. For uniaxial crystals, those are the “ordinary” and the
“extraordinary” indices of refraction. For biaxial crystals, they are referred to as the “fast” and
the “slow,” where the fast index is the smaller of the two indices. Having two possible indices
for each wavelength allows the phase-matching of k., k..., and k. to be achieved in several

ways, for example:
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K., (1es) = K., (sow) + K, (sow)
RF‘-' Iz&gnal fast) + Rdm(s!ow) (8)

o fast) = IZS_QHaﬂ (sow) + K ,_(rast) .

fl

These are the most common phase-matching configurations, and are usually classified by type
[6]. The first line of Eq. (8) where the signal and idler beams have similar polarizations is
referred to as type-l phase-matching. The second and third lines are examples of type-Il phase-
matching, in which the signal and idler polarizations are orthogonal; the names “signal” and
“idler” are arbitrary, and may be assigned to either the fast or the slow wave. While it is
theoretically possible for the pump to be the slow ray, this does not usually lead to phase-

matching in most materials.
Phase-matching in uniaxial crystals is often described in terms of the ordinary and

extraordinary indices. For example, in a “positive uniaxial” crystal -- one for which the
extraordinary ray travels slower than the ordinary ray — phase-matching is achieved with the
following combinations of the ordinary and the extraordinary light:

Koo (0) = Koy, (o) + K, (0 9)

We find the index of refraction n(é) in a given direction S= (s.S,,S) using the

indicatrix equation given by Fresnel's equation of wave normals, expressed in terms of the
crystal principal dielectric axes[7]:

U S S (10)

Here n,, n, and n, are the crystal principal refractive indices at a given wavelength. For a
biaxial crystal, n<n<n,, while for a uniaxia crystal, n=n=n, (ordinary) and n,=n,
(extraordinary). Equation (10) can be rewritten as:

Xz_g;xﬂl 1D+% 1D+SZZD1+1ED
g B Fe F2 0
(11)
O 2 2
B.]yZnZZ nXZnZZ nXZnyZ E
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where x = n%é)' Solving for x, we obtain one solution for each possible polarization (fast or
sow):
no= |2
= \B+4B*-4C’
(12)
2
ns!ow !
JB-B? -4C
with
_%{251 +iD+ 201 +iD+ 21 +iED
By TS B T B e

[0 g2 2 2 [0
T
By [hy,  ne iy ng [hy 5

To solve the phase-matching problem, we choose a crystal and type of phase-matching.
The only data needed are the indices of refraction of the crystal. As aready mentioned, we can
select the pump frequency and direction, (Wpy,, Bpmps Peump) @Nd the signal frequency and

azimuthal angle (Wg gy, Pgga)- It iS also clear from Eq. (2) that the three wave vectors must lie
in aplane so:

¢Id|er = ¢SignaJ +IT. (13)

This relation makes one of the three component equations represented by Eq. (2) redundant. So
now we have three equations and three unknowns remaining. Of these Eq. (1) simply relates

Wger 10 Wy, AN Wg,4, €AVING jUst two coupled equations and two unknowns.

I. 2. Solving the equations

The remaining variables, 65, and 6, must be found simultaneously using Eq. (2).

This problem is complex because the index of refraction depends on the wave vector direction,
so in the general biaxial case, we must solve Eq. (10) to find an index. This affects the magnitude
of the wave vector as shown in Eg. (3) requiring that we solve Eg. (2) using both Egs. (3) and
(10). Because this problem has no analytic solution, it requires an iterative search routine. We
can deal with this situation three different ways. First, we may use two equations of Eq. (2) to
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find arelation between 6y, and 6,,, and then use the remaining equation of Eq. (2) to find its
root with aroot finding subroutine (one equation and one unknown). Second, we may rewrite Eq.
(2 as

\AR\ =0, (14)

where
AR = IzFump - I_éignal - I_(]dler’ (15)

and find its minimum as a function of 6g,, and 6,,. A fina method is to apply a one-

dimensional minimization algorithm after obtaining arelation betweend,, and 6, .

The first method finds the Ak minimum by resolving Eg. (14) into the three following
eguations:

Ak, =0 (16)
Ak, =0 (17)
Ak, =0 (18)

Then aroot-finding subroutine is needed to solve these equations. This method works well for
uniaxial crystals, but produces erroneous results for some biaxial crystals: Ak, =0, Ak, =0 and

Ak, = 0 can be solved independently, but the resulting ‘AE‘ may not necessarily equal zero. This
can happen because the 6y, and 6, values required for Ak, =0 can be different from those
required for Ak, =0 and Ak, =0. Therefore, although this method is faster than the other
methods, it requires an independent check of ‘AIZ‘ = 0. Furthermore, in the case of afinite length
crystal it is difficult to determine whether phase-matching is allowed, because one can have
phase-matching even when ‘AIZ‘ 0.

The second method, treats Ak as a vector guantity and finds the minimum of
‘AIZ‘ = f(@sjgnd'e,dler). For the idealized case of an infinitely long crystal and infinitely wide pump
beam, ‘AIZ‘ =0 isrequired for phase-matching, because the interaction Hamiltonian contains an
integral over all space [8] producing a delta function:

Iﬂeimmd3r 0 6(AK). (19)

However, for afinite crystal length L and a Gaussian transverse pump intensity profile of finite

width W, it is possible for downconversion to occur even when Ak # 0, that is, with imperfect
phase-matching. In this case, the interaction Hamiltonian integral yields the phase-matching
function:
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[]
=

in= LAk,
0= et Lwi{ + a5 2 (@0
]

H ;LAkZ

This function is a weighting function for the intensity of the emitted downconversion that has a
maximum value of 1 for ‘AIZ‘ =0, and falls to zero as the phase mismatch ‘AE‘ increases. We

may then arbitrarily say that phase-matching occurs for values of ‘AE‘ that yield ® 2% (see
2.783

Figure 3). This corresponds to |Akz| < in the direction of pump propagation (Akﬂansverse = O)

1177 in the plane orthogonal to pump direction (AkZ = O). For this situation, the

or |Aktransverse| =

goal of our method is still to find the minimum of ‘AE‘ as afunction of two variables, 6y, and

6,4 DUt We now must aso evaluate the resulting value of ® and determine whether ® 2% or

not.

2AkTransverse for ®=1/2
kRn-p
2Ak, for ®=1/2

Figure 3. Imperfect phase-matching of the pump, signal, and idler propagation vectors.

Because there is no general analytical method to find the minimum value of ‘AE‘ for each

possible signal angle under a given set of pumping conditions, we search for this minimum
iteratively, via a computer algorithm. This method is slower than the first, but produces more
reliable results for both uniaxial and biaxial crystals. This method is implemented in our
computer program (see Section I11) asfollows::

1. Set the value of Ap,,Opumps @ oumpr A signa ANAP g -
2. Calculate Koy,

3. Calculate Ay, andg,,, (cf. Eg. (1) and Eq. (13)).
4. Initialize both the unknown 6., and 6, to the value Stimes 0.03 radian, where Sis

a scale factor chosen by the user. Alternatively, after the first iteration the user may
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choose to initialize these variables with the optimum values found in the previous
iteration.
5. Cal UNCMND, atwo-dimensional minimization routine which returns the minimum

value of ‘AE‘ and the optimum phase-matching values of 6y, and 6, which

correspond to this minimum. UNCMND computes ‘AE‘ and itsfirst derivative, and

uses Newton' s method to find the zero of the first derivative'.
6. Write these values to an output file.
7. Increment Ay, Or ¢4, andgo to step 3.

The third method for solving Eq. (2) begins by rewriting it as follows:

Wy . _ .
Iﬂlldler s r‘l(eldler) - nSignaI S n(esignal) ) (21)
Signal
Wy — wPump
Mier < Cos(eldler) - r]F’ump - nSignal Cos(esignal)' (22)
Signal wSignaI

By adding the sguares of these two equations, one obtains:

wldler

2
, ,
— 2 2 Pump Pump
Mater - \/ nSignaI + nPump 2 2nPumanigna| Cos(esignal) . (23)

Signal Signal Signal

Then, using Eq.(23), EQ. (21) can be rewritten as:

U 0
O . [l
Nggng SIN(Og
6,4, = arcsing _ Signal ( Sgnal) S (24)
w M| w m)|
%\/néignal + nE’ump % - 2nSignaI nFh.lmp —ome Cos(esignal ) %
Signal Signal

to provide a relation between the two unknowns. We can then use a one dimensional

minimization function for AK. Although it can save calculation time, this method was not
implemented because it assumes 6y, is given by a definite relation to 6, (i.e. perfect phase-

matching) and so it does not lend itself to finding output spreading where Ak #0.

L UNCMND is a public-domain FORTRAN routine available at the following web site maintained by NIST:
http://math.nist.gov/cgi-bin/gams-serve/list-modul e-componentss NM S'UNCMND/5673
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[11. Practice: computational results

We have implemented the methods above in a FORTRAN program designed to solve the
phase-matching problem for a wide variety of pumping conditions and crystal materials. The
program may be freely downloaded from the web and is capable of generating data for the
following kinds of plots (f indicates function of):

1.2D Plot, n,,n,,n, = f(App)

2.3D Plot, ny,, — Ny = f(Bsgnas Psgna)

3.3D Plot, MK yrimm = f (Osga+ Psignar)

4. 3D Plot, phase-matching function ® = f(AK,,,, e AK,)

5.2D Plot, 0y, VS04 (Agqu fixed) for achosen value of the phase-matching function

6. Polar plot, (optimum 6y, ,optimum 6,,.) = f(¢gga)

7. 2D Plot, optimum Og,.4 = f(Agy,,) @ chosen ¢, with spreading in 64, andgg.,
6\4e AN B4, fixed

8. 2D Plot, optimum6y,,,; = f(Agy,,) a chosen ¢, with spreading in 6y, andg g,

9. 3D plot, phase-matching function ® = f(Aq,4 Og4m.)

10. 3D plot, phase-matching function @ = f(Agy @ ggna.)

gna

We now proceed to give examples and discussion of the results for each of these options.
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I11. 1. 2D Plot, n,,n,,n, = f(Aq,,)

This plots the most basic information available for a specific crystal material, namely, the
variation of the indices of refraction with wavelength. The program includes the coefficients in
the Sellmeier-type index dispersion relations [9] for a number of common nonlinear optical
materials, drawn from references that are cited in comment lines in the code. Plots of this kind
provide the first clue as to whether any phase-matching will be possible for a particular
combination of pump, signal, and idler wavelengths. Such a plot for BBO is shown in Figure 4.

C 19 T T T T
O
)
% 1.8 |
D
= | N, |
o
8 1.6 | = .
O n=n,
©
E 15 | | | |
0 0.5 A 1 15 2
Signal (IJ‘m)

Figure 4. Indices of refraction versus wavelength for BBO, a negative uniaxial crystal.
The graph indicates that “extraordinary” waves (polarized parallel to the optical axis z)
travel faster than “ordinary” waves (polarized transverse to this axis).
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[11.2.3D Plot, ny,, =Ny = f(Osga Psigna)
Although it is fairly simple to determine crystal configurations that produce phase-
matching in a uniaxial crystal (because thereis only asingle variable, 6;,,,), determining phase-

matching regionsin abiaxial crystal, such as KNbO; is more complex [10-12]. To determine the
effect of both variables (6,,,, and @¢y,,,), graphs of ng,, —n, versus 6,,,, and @, can be

produced (Fig. 5). As will be seen in the next option, phase-matching usually occurs where
Ngow — Nesg differs significantly from zero.

0 90 180 ,o 270 360
¢Pump ( )
M 2
0. 00 0. 05 0.10 0. 15
NyowNast

Figure5. ng,, — N Versus 6y, and ¢, in aKNbO; crystal with A, = 0.633um .

Page 14 of 24 draft 8/27/99



I11.3.3D Plot, &K jimum = f (Csgnar Psigna)
Graphs of the minimum value of ‘AE‘ versus 6, and ¢, can also be produced (see
Figure 6.) One may notice the similarity between Figures5 and 6. If ng,, — N [0, then
DKo 1S 1@r0E, While if ng,,, — N islarge, then ‘Alzmmimum 00. Itisclear that some difference

between ng,, and n. isrequired for phase-matching. These plots can be then used to quickly
determine which crystal configurations lead to phase-matching.

180

9Pump(o)

90

70 60

° @) &

.00 .25 .50
AkM inimum

Figure®6. ‘AE‘ versus 6, and @,,,,, inaKNbO, crystal with A, = 0.633um and
Agga = 0.950pum.
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I11. 4. 3D Plot, Phase-matching function @ = f(AK, s AK,)

For crystals of finite length, the signal and idler vectors need not sum exactly to the pump
vector for some downconversion to occur (see Figure 3). For these cases, the downconversion
intensity will be weighted by the phase-matching function ®, as defined in Eq. (20). Thisoption
generates data for plots of ® (see Figure 7), indicating the regions of momentum-space around
the pump vector into which the sum of the signal and idler vectors must fall for downconversion
to occur. The downconversion intensity will be highest for the central regions where @ [11 (i.e.

‘AIZ‘ [10) and lowest for the outer regions where ® [10. Note that the longer the crystal, the more

constricted the phase-matching region becomes in the z direction. Similarly, awider pump beam
would restrict the phase-matching region, but in the transverse direction.

Crystal lengths
0. 001
2mm

0. 000

Aktransverse

-0.001 . .
Down-conversion Intensity

0 .25 .50 .75 1.0

0. 001 S mm

0. 000

Aktransverse

-0.001

0.001 15 mm

0. 000

Aktransverse

-0.001

-0.001 0.000 0.001

A

Figure 7 Phase-matching function for KDP crystals of three different lengths and constant pump
beam width of 2 mm (FWHM).
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I11.5.2D Plot, Ogyy VS.64e (Agqa fixed) for achosen value of the phase-matching function

For a crystal of finite length and pump beam of finite width, there are many combinations
of signal and idler opening angles that can lead to downconversion at a given pair of signal and
idler wavelengths. This option generates a plot of all possible combinations of

6

Signi

4 VS. 6,4, Which result in the phase-matching function falling to some specific value, say,

@ =0.5, for aparticular pair of fixed downconversion wavelengths (see Figure 8).

3.08

3.07

3.06

3.05

eldler (0)

3.04

3.03

3.02

241 2.4

2 243 244 245 246 247

e Signal (0)

Figure 8. Oy, Versus g, (® =0.5) for aKDP crystal (5mm crystal length and 2 mm pump

width) with A, =0.351um ¢, =0 6

=52", Agg =0.633tM § gy =0

Pump
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I11. 6. Polar plot, (Optimum 8,4, Optimum 6,4e) = f(Pgym)

To map the down-conversion output, this option produces two-dimensional graphs of the
signal and idler output directions for a given signal frequency (Figure 9). This graph
corresponds to a single crystal configuration (8, and wy,,, are fixed with ¢, arbitrary

because BBO is uniaxial) and asingle wg,,, (Which can be used with Eqg. (1) to calculate w,y, ).
The configuration in Figure 9 was chosen because it shows both the collinear (8,4 =6544=0) and

non-collinear cases. Both the internal and external angles for the emission are calculated,
although only the internal results are shown below. Multiple plots of this kind with different
signal and idler frequencies can be examined if more complete results of the downconversion are
desired.

150

180

Signal Idler

210 330

240 300
270

Figure 9. Polar plot of the direction of signal and idler output photons (Ag gy ge = 0.702um)
for 6p,,,=49.2°, Ap,,=0.351 um from a BBO crystal. The pump beam propagates out of the
page at the origin.
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I11.7.2D Plot, Optimum Og,.4 = f(Ag4,,) @ chosen ¢, with spreading in 64, andg g, »
6 ge ANA P4, fixed

For any given pair of conjugate signal and idler wavelengths, there may exist an optimum
pair of emission angles 6y,,,,64, Producing perfect phase-matching (i.e. satisfying Eg. (2) and
yielding ®=1). Downconversion will be strongest for these optimum combinations of
wavelengths and angles. This option provides data for plotting the optimum signal angle as a
function of signal wavelength, as shown in Figure 10. For type-I downconversion, the names
“ggna” and “idler” are completely arbitrary, so that thisisin fact a graph of both the signal and
idler emission angles. For type-11 downconversion, one may find the idler angles by running the
option again and choosing the “signal” (now really the idler) to be the slow wave instead of the
fast wave, or vice versa. Both the internal and external angles are reported (Figure 10 displays on
internal angles). The opening angles can be plotted for any choice of emission plane, such as
¢Signal = Oo'

If the crystal were infinitely long, downconversion would occur only at these optimal
combinations of wavelength and angle. For crystals of finite length, however, some emission will
occur in a range of angles about the optimum for each wavelength. The broader the phase-
matching function, the larger this range of angles becomes, as one might guess from examining
Figures 3 and 7. Therefore, option 7 also provides afirst-order estimate of this spreading in both
Osqa @A @5, & afunction of wavelength. For each signal wavelength, the spreading in the

signal angles is calculated assuming that the conjugate idler photon is emitted at precisely the
optimum opening angle for its wavelength, so that only 6y, and ¢4, are alowed to vary. The
largest non-optimal values of 6., and ¢, that result in ® falling to some specific value, say,

@ =0.5, are found, and the difference between these non-optimal angles and the optimal angles
are reported in the data set as “spreads.” They may be used to construct error-bars or plotted
independently asin Figure 10.

5
eSignaI
3
0.08
21 e A @signa 1 0.06 5
o @
B @D
A Osigna | %2z
05 06 07 08 09  1°

A Signal
Figure 10. Upper curve shows optimum 6y, = f(Ag4.), While the lower two curves show the
spreads in Og .,y anddg,, , With 6, and ¢, fixed, @=0.5. All curves for a 5mm long KDP
crystal and 2 mm pump beam width, Ap,,;=0.351 pm, B5n=52°, @ym,=0°, and ¢4,4=0°.
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I11.8.2D Plot, Optimum 6., = f(Agyy) a chosen ¢g ., with spreading in O, andd ., -

This option is the same as option 7, but the spreads in 6, at each wavelength are

computed in an iterative fashion that allows both the signal and the idler to be emitted at a non-
optimal opening angle (Figure 11). This provides a more realistic estimate for the spreads than
that given by the previous option, but also requires more computing time. However, the spread in
P4 1S COMputed exactly as in the previous option. For if the idler were not constrained to be

emitted in the plane chosen by the user (say, ¢4, =180° corresponding to the choice of
optimum @g,., = 0°) then the sequence of iterations would simply map out the entire circle of
emission for both the signal and the idler. Asin option 7, the spreads that result in & falling to
some user-defined “target” value like® = 0.5 are computed.
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>

2 0.06 g

>

1004 <

b D

41 0.02 —3

AeSignal 0 ~

0.5 0.6 0.7 0.8 0.9 1

A Signal
Figure 11. Upper curve shows optimum 8y, = f(Ag,4), While the lower two curves show
the spreadsin Oy, and @g,, , With ¢, fixed, ®=0.5, for a5Smm crystal length and 2 mm
pump width. Here 8, is alowed to vary, as opposed to Figure 10 where 6,,,was fixed. This
difference produces alarger spread in 6, All curvesfor a5mm long KDP crystal and 2

mm pump beam width, /\Pump:O.351 um, Hpump=52°, Boump=0°, and Psigna=0°.
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I11.9. 3D plot, Phase-matching function® = f(Ag,, O54a.)

In this option, the value of the phase-matching function is computed for the entire range
of signal wavelength and angle combinations, within the domain of validity of the Sellmeier
coefficients for the chosen crystal. Thisis done by repetition of option 8, with the “target” value
of ® incremented from 0.1 to 1. Because the phase-matching function is a weight function for

the emission of downconverted pairs, a 3-D plot of ®(Ag,,64,.,) Can serve as a crude picture

of the relative intensity of the downconversion as a function of wavelength and angle (see
Figures 12). The intensity will be highest for the optimum phase-matching combinations that
result in @ =1. It is important to note that such plots cannot provide completely accurate
pictures of the downconversion intensity, since the probability of downconversion is also
affected by the strength of the nonlinear electric susceptibility -- another frequency dependent
guantity. However, if the values of ® are compared over a range of frequencies with nearly

constant susceptibility, then their interpretation as relative intensities for the downconversion
should be valid over that range.

QSignaI (0)

0. 60 0. 65 0.70

/\Signal (p'm)

0.0 0.5

1.0

Downconversion Intensity

Figure 12. ® = f(Agy4054a) for aKDP crystal (5mm crystal length and 2 mm pump

width) with A, =0.351um, ¢, =005, =52°,9 g4, =0". (Here Oggny isan
external angle.)
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I11. 10. 3D plot, Phase-matching® = f (Agy, P sgna.)

This option shows the variation of @ as a function of signal wavelength and signal
azimuthal angle (rather than opening angle as in the previous option), assuming that the
azimuthal angle of the idler isfixed (asin options 7 and 8.) A 3D plot of the results (shown in
Figure 13) can be interpreted as plots of relative downconversion intensity versus wavelength
and azimuthal angle, with the same caveats aslisted for option 9.

0. 50 0.75 1.00

/\Signal (um)
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Downconversion Intensity

Figure13. @ = f(Agyu@sgm) for aKDP crystal (5mm crystal length and 2 mm pump
width) with A, =0.351um, ¢, =005, =52°, and ¢gyy = O
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V. Conclusion

The methods presented here for calculating both collinear and non-collinear phase-
matching allows experimental configurations including either uniaxial or biaxia crystals to be
modeled in detail. These computational techniques can provide preliminary answers to a variety
of questions that must be asked about a particular downconversion source before it is constructed
in the laboratory, such as “Over what range of wavelengths is downconversion possible? What
should the ‘cut’ of the crystal’s optical axis be? At what angles can we expect to find certain
wavelengths emitted from the crystal?” and so on. To our knowledge, the program made
available here is the first comprehensive scheme that can provide answers to such questions for
both collinear and non-collinear phase-matching, and in both uniaxial and biaxial crystals. We
hope that this method and its implementation will aid researchers in designing downconversion
schemes that rely on these more complicated phase-matching conditions.

The computer program that performs these calculations is continually being improved. In
the future we hope to make updated versions available which include the effects of curved pump
wavefronts on the spatial profiles of the downconversion beams, as well as the effects of the
extended-source nature of the downconversion region within the crystal.
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